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data sheet:

Tel.:  06661 86 0

Fax:  06661 86 39

Mail: sales@kroeplin.com

Web: www.kroeplin.com

Kroeplin GmbH

Gartenstraße 50

D-36381 Schlüchtern

acceptable deviations

VDI/VDE/DGQ 2618 Bl. 12.1/13.1)

max. permissible

errors "G":

repeatability "r":

reference temperature:

operation temperature:

storage temperature:

 

type:

range:

range of indication:

digital step:

scale interval:

measuring force:

weight:

 

scale:

drawing-nr.:

date of issue:

name:

 

revision status:

revision date:

AE2130i

aerosol

.138  - .197 INCH

-

.0005 INCH

-

2,0 - 3,0 N (in range)

275 g

.001 INCH

.001 INCH

 10° C - 30° C
 20° C

-10° C - 50° C

1:1

IDW-AE2130-DB_e

25.11.2010

2336 / FW

26.09.2025

J.Heuser

Krœplin
Längenmesstechnik

subject to technical alterations

calibration with a adjusting ring 0641-31
(included in delivery)

selective measurement 
on the hole round border 
through 3 point of support

measurement that contact height h
DIN EN 15006

1,15 [0.045]

R1,5 [R0.059]

55,2 [2.173]

11
1,4

 [
4.
38

6]

n25,2 [n0.992]

point of support (3x)


